PARKWALL

PATENTED WALL SYSTEM / DOUBLE-SIDED OPTION / SMOOTH OPTION

UNIT

REGULAR & TAPERED BLOCK
787'wx5.9"hx 11.61"d
200mm x 150mm x 295mm

CORNER
787'wx5.9"hx 11.61"d
200mm x 150mm x 295mm

COPING
23.62"w x 2.95"h x 11.81"d
600mm x 75mm x 300mm

NOTES

II' Can split reqular and tapered blocks along
joint to remove smooth face and create
double-sided finish

/I Alternate a full 4 corner column row of the

same indicated corners (Rights / Lefts) to
make a 20" x 20" column

42 BEST WAY STONE

Coverage

Lineal Coverage

BUNDLE SPECIFICATIONS IMPERIAL
Coverage 20 ft?
Lineal Coverage 40 ft
Weights 2575 lbs
Units 60
Coverage per unit 0.34 ftf
Lineal coverage per unit 0.67 ft

19.751t/23.23 ft

Weights 1064 lbs
Units 24
Coverage per unit =
Lineal coverage per unit 0.66 ft/0.97 ft
Lineal Coverage 64 ft
Weights 2143 lbs
Units 32
Lineal coverage per unit 2ft
Sections 4
Lineal coverage per section 16 ft

COLOURS

Beige Mix

Grey

Grey Mix

Red Mix

Sahara Blend

Salmon Mix

Ultra Black (coping only)

METRIC

1.85 m?
12m
1167.95 kg

0.03 m?
02m

48m/7.08m
482.6 kg

02m/03m

192m
972 kg

0.6m

48m



BUNDLE OVERVIEW

REGULAR & TAPERED BLOCK CORNERS COPING
CROSS SECTIONS
Level of
Level of
Coping —» Mot Bank
Srenteny N Clear Granular
Clear Granular for Drainage
o for Drainage
30" L /S
(76M2a§m) / Undisturbed " U"d';g;lr bed
Existing vy /0 soll (121 9cm)
Level 222 Filter Cloth ax 4 Filter Cloth
HO A . J /S
ALY Weeping Pipe Existing
P for Drainage
Weeping Pipe
Compacted ’ :
Crushed Gravel = for Drainage
Compacted
Crushed Gravel
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